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Aircraft Jacks 

• Axle Jacks 

– Hand Carry 

– AlligatorTM 

– Fly-Away 

– Portable Jacking System 

– Rhino 

•  Tripod Jacks 

– Fixed Height 

– Variable Height 

– Universal Two-Stage 
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Hand Carry Axle Jacks 

• Capacities from 3 to 25 

tons (2.7 to 22.7 tonnes) 
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Alligator Axle Jacks 

• Capacities from 20 to 95 tons (18 to 86.2 tonnes). 

• Towable at 3 mph (5 KmH). 

• Available in single acting and double acting with 

“Power Retract”TM. 

• “Commercial” units include air pump and “Evac-u-

Tract” TM. 

• Air pump optional on “military” units. 
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Alligator Axle Jacks 

Single Acting 

• Capacities 20 - 75 tons (18 - 

68 tonnes). 

• Models with air pump include 

“Evac-u-Tract”TM for air assist 

ram retraction. 

• Includes dual manual hand 

pumps.
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Alligator Axle Jacks 

Double Acting with Power RetractTM

 

• Capacities 65 & 95 tons (59 & 

86.2 tonnes). 

• Includes air pump. 

• Power RetractTM powers rams 

down for complete ram retraction. 

• Includes dual manual hand 

pumps.
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Fly-Away Axle Jacks 

• Capacities from 20 to 

95 tons (18 to 86.2 

tonnes). 

• Includes air pump with 

“Evac-u-Tract”TM for air 

assist ram retraction. 

• Compact style for easy 

transport.
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Portable Jacking System 

• 35 ton capacity (31.8 

tonnes). 

• Separate pump and 

cylinder for ease of 

positioning. 

• Towable transport dolly. 

• Used on C-130 aircraft.
 Model 8704-010 – Dual Hand Pumps 

Model 8704-011 – Air Pump 
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Rhino Axle Jacks 

• Capacities from 45 to 95 

tons (40.8 to 86.2 tonnes). 

• Designed for use with 

multiple flat tires where 

minimum clearance is 

available. 

• Available with optional 

sling and crane assembly 

for tire and wheel removal.
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Fixed Height Tripod Jacks 

• Capacities from 2 to 125 

tons (1.8 to 113.4 tonnes). 

• Dedicated for specific 

jacking applications. 

• Available with optional air 

pump.
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Variable Height Tripod 

Jacks 

• Capacities from 2 to 125 

tons (1.8 to 113.4 tonnes). 

• Provides multiple minimum 

heights for use on mixed 

fleets. 

• Available with optional air 

pump.
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Universal Tripod Jacks 

• Capacities from 3 to 125 

tons (2.7 to 113.4 tonnes). 

• Fixed height with multiple 

stages allows use on 

mixed fleets.
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